Developed to provide
full overview of
consignment, delivery
and processing cycle of
cane deliveries

YardView
Rail

The Full Yard Mimic provides a
full overview of the consignment,
delivery and processing cycle as the cane deliveries
progress from the field to factory. It illustrates each phase of
the delivery cycle.

Consigned bins are
displayed in the
Field Queue

Bins identified by
RFID readers

Ensures all farm
details assigned to
correct bin

Mimic runs in any
modern web browser

A range of field devices consistently update and publish the
status of the full bins as they move through the consignment
and processing cycle. The mimic consists of a number of
displayed windows, each illustrating the status of the bins as
they progress from being consigned electronically, identified by
RFID readers as they are delivered into the full yard and
progressing from the full yard to the weighbridge tippler for
crushing, processing. A notices window keeps the operator
alerted to any unusual event that may occur.
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YardView Rail — Description
Field Details
This lists all of the bins that have been consigned
from the ﬁeld using telemetry. The user can
highlight a row, view the details and has the
facility to remove this entry from the ﬁeld queue.

Uses telemetry to
list bins
consigned from
the field
Full Yard

The full yard consists of number of lines that
are used for storage.
RFID antennas mounted at the
entrance iden fy the bins and a line
selector iden ﬁes which line these
bins are being transferred onto. Bins
are recorded and the system
examines the bins in the ﬁeld queue
and a empts to match the bin on
the line to the telemetry details. Bins
that have been matched have a
cket number associated with it;
bins not matching have a zero cket
number and are shown in red
(suspense). The cket details for a
par cular bin can be viewed and
amended.

Bins identified
through the use
of RFID
antennas

Ticket details
for a particular
bin can be
viewed and
amended

Weights and
consignment
details
displayed as
each bin
crushed and
processed

Provides
diagnostic
warning
message

Tip Queue
This displays the bins between the merging of the full yard lines onto the p queue. As
the bins move onto the weighbridge ppler, the weights and consignment details are
displayed as each bin is crushed and processed.

Notices Window
Should a diagnos c warning message or a more
serious error occur, these will be displayed in
this window. The serious error is displayed in
Red, the diagnos c error in Amber and when an
error has returned to normal displayed in Green.

